Procédure
d’installation 
et
 de configuration 
de la centrale DCC-EX

Etape 1 - Chercher sur google après DDC-EX installer et choisissez le lien EX-Installer
[image: ]
Dans l’écran suivant cliquez sur « Using EX-Installer »
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Cliquez ensuite sur le bouton « Download EX installer »
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Cliquez sur « Automated Installer ». A ce stade, votre navigateur devrait télécharger le fichier « Installation » de l’application.
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Etape 2- Exécuter le programme téléchargé, pour cela, cliquez deux fois sur le nom du programme dans votre explorateur de fichiers.
[image: ]

Valider l’écran de sécurité si nécessaire… Cliquez sur poursuivre puis sur exécuter quand même.
[image: ]

Vous arrivez sur cet écran. A ce stade, branchez votre centrale DCC-EX à un port USB de votre ordinateur. Vérifiez que votre connexion à internet est opérationnelle, ensuite cliquez sur « Manage Arduino CLI ». 
 
[image: ]
Cliquez ensuite sur le bouton « Install Arduino CLI »[image: ]
Si tout se passe bien, vous récupérez le message Idle en bas de l’écran.
Cliquez sur le bouton en bas à droite « Select your device ». 
Cochez l’élément reconnu, notez le port (ComX?)* et choisissez dans la liste déroulante le modèle de votre Arduino (Uno ou Mega 2560). Cliquez ensuite sur « Select Product to Install ».
[image: ]
* en fin de procédure, instructions pour le retrouver
Sur l’écran suivant, cliquez sur le bouton DCC-EX EX-CommandStation. [image: ] 

Sélectionnez « Latest Production » et « Configure option on the next screen ».
Cliquez sur « Configure EX-Command Station ».
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Sur l’écran suivant :
En fonction des accessoires que vous avez, cochez les options dans la partie de gauche.
Dans la partie de droite, en fonction de votre shield, choisissez EX8874_Shield pour la carte Semify ou Standard_Motor_Shield pour les cartes Arduino Motor Shield. Pour le second cas, cocher « Disable EEPROM support » si vous avez un arduino Uno plutôt qu’un MEGA.
Cliquez sur « Compile and load »
[image: ]
Votre Interface est maintenant prête à configurer votre centrale, cliquez sur le bouton « Load »
[image: ] 

Le message « Congratulation ! » vous signale que tout s’est bien passé, que votre centrale est installée et configurée.
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Connectique de la centrale :
1 - Noir en haut à droite : alimentation en +15V continu venant de votre alimentation.
2 - Ne jamais rien connecter sur le connecteur noir de l’Arduino, le connecteur peut même être dessoudé. Ceci dans le but d’éviter de connecter par erreur le +15v. Cette opération grillerait votre Arduino instantanément ! 
3 – Connecteurs verts, signal DCC vers les rails de votre réseau (2 sorties de 5A chacune).
4 - Connexion USB pour alimenter l’Arduino et communiquer avec votre PC (JMRI). 
[image: ]
Bon amusement avec votre centrale !




Comment retrouver le n° de port com de votre centrale 
Sur Win10 et Win11, cliquez avec le bouton droit sur le bouton Windows (en bas à gauche) et choisir Gestionnaire de périphériques
[image: ]
Descendez dans la liste et ouvrez le nœud Ports (COM et LPT), en regard du nom CH340, vous trouverez le n° du port COM, dans cette liste c’est COM3.
[image: ]
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Ex-Installer simplifies the process of setting up the various software products created by the DCC-EX team.

As our products provide for a large number of different configurations and allow a number of optional
features, we need to ask you some questions about what hardware you have and what options you want to
enable.

Steps:

- We first need to install the Arduino Command Line Interface (CLI)
- You then need to select the type of Arduino you wish to install on

« Next you will select which of our products you wish to install

- From here you can choose some of the options for the software and apply additional configuration
- Finally, you will load the software on to your Arduino.

The following pages you lead you through this process.
To continue, click the Manage Arduino CLI" button below and follow the instructions on each page.

(The button on the lower right on each page will move you to the next step. The button on the lower left of
each page will allow you to go back and change your selections.)

Version 0.0.20
Manage Arduino CLI
Idie
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We use the Arduino Command Line Interface (CLI) to upload the DCC-EX products to your Arduino. The CLI
eliminates the need to instal the more daunting Arduino IDE. EX-nstaller is able to manage the installation and
updating of the Arduino CLI for you at the click of a button

The Arduino CLI is not installed Install Arduino CLI

To install the Arduino CLI, simply click the install button

If you are using an Espressif or STMicroelectronics device Enable exira platforms
(as opposed to the more common Uno or Mega based
Arduinos), you will need to enable support for these by =

selecting the appropriate additional platform option @ Espressi

Note that enabling additional platforms is likely to add several @® SThicroelectronics Nucleo/STM32
minutes to the installation process. Maybe grab a cup of tea -
oracoffee!

« Welcome

Idle





image9.png
DCC-EX

Ex-nsteller Select your device

Ensure your Arduino device is connected to your computer's USB port
If the device detected matches multiple devices, select the correct one from the pulldown list provided

If you have a generic or clone device. it likely appears as “Unknown”_ In this instance, you will need to select the
‘appropriate device from the pulldown list provided

(© Unknowniclone detected as USB-SERIAL CH340 (COM3) [ Select the corect device .

Arduino Mega or Mega 2560
Ardino Uno

Arduino Nano

DCCEX EXCSBA
Refresh Device Li
ESP32 Dev Kit

STMicroelectronics Nucleo FA11RE

‘STMicroelectronics Nucleo F446RE
« Manage Arduino CLI - nstall +





image10.png
7 EXcinstaller

Info_Tools

DCC-EX

Ex-msteller Select the Product to install

Click the logo to choose the product to install

DCC-EX /

EX-CommandStation

pcc-ex pCec-ex
EX-I0Expander EX-Turntable

« Select Device





image11.png
D EX-Installer

Info_Tools

DCC-EX

S commonastetion  Se€lect EX-CommandStation version

For most users we recommend staying with the latest Production release. however you can install other versions if you
know what you're doing. o f a version has been suggested by the DCC-EX team.
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EX-CommandStation is now ready to be loaded on to your Arduino Uno attached to COM3.

Please ensure your device is connected to your USB port and then click the Load button to commence loading the software
on to your device.

Results will be shown below:

« Configure EX-CommandStation
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Congratulations!

EX-CommandStation has successfully been loaded on to your Arduino Uno

Seckipconfaies

Results will be shown below:

“C:\Users\DDEL\AppData\L ocal\Arduino15\packages\arduino\tools\avrdude\6.3.0-arduino17/bin/avidude” *-CC:\Users\DDEL\AppDat
alLocal\Arduino15\packageslarduinoltools\awdude\6.3.0-arduino17/etc/awdude.conf” -v -patmega328p -carduino "PCOM3" 511520
0 -D "Ulash:w:C:\Users\DDEL\AppDatalL ocal\Templarduino\sketches\ED3AOBBCO0FE949F5AD3D0AGID7FCI09/CommandStatio
nEXinohex:i”

« Configure EX-CommandStation i i Close EX-Installer +
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« If you're still looking for the old, and unsupported, BaseStationClassic (DCC++), go to the BaseStation-Classic section.
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DCC-EX
EX-Installer

EX-Installer

This is the new version of the EX-Installer.

Clicking on the link below will automatically find the correct version of the

installer for your Computer and Operating system (Windows, Apple, Linux) and

download it.

This downloads a self contained app that can automatically load the software
from your computer to your Arduino or other supported board. Click here for

EX-Installer installation instructions.

Note that the new EX-Installer will unfortunately not work on Windows 7.

Automated Install

S

DCC-EX
EX-CommandStation

If you have any difficulties with the automated

installer link try these:

For Windows x64

For Windows x32

For MacOS / OSX

For Linux x64
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